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TECHNICAL DATA SHEET
Rev 3.0 · Issue date 10-27-2026 · Supersedes Rev 2.0 (07-11-23)

ASA Prime 3D Printer Filament
Acrylonitrile styrene acrylate (ASA) · Product code CX04 · 1.75 mm and 2.85 mm

Base resin: Acrylonitrile styrene acrylate (ASA)
Typical values for the base resin. Printed parts vary with print settings, orientation and moisture content. Values for LG ASA LI912 base grade (COEX
ASA Prime uses LI912W).

Physical properties

Property Standard Unit Typical value

Specific gravity, 23 °C ASTM D792 1.07

Mold shrinkage, 23 °C, 3.2 mm ASTM D955 % 0.4 ~ 0.7

Melt flow rate, 220 °C, 10 kg ASTM D1238 g/10 min 12

Rockwell hardness, R scale ASTM D785 103

UL 94 flammability, 1.5 mm UL 94 HB

UL 94 flammability, 3.0 mm UL 94 HB

Mechanical properties

Property Standard Unit Typical value

Tensile strength at yield, 23 °C, 50
mm/min, 3.2 mm

ASTM D638 MPa (psi) 49 (7,110)

Tensile elongation at break, 23 °C, 50
mm/min, 3.2 mm

ASTM D638 %, (Min) 25

Tensile modulus, 23 °C, 50 mm/min, 3.2
mm

ASTM D638 MPa (psi) 2,160 (313,000)

Flexural strength, 23 °C, 15 mm/min, 3.2
mm

ASTM D790 MPa (psi) 79 (11,500)

Flexural modulus, 23 °C, 15 mm/min, 3.2
mm

ASTM D790 MPa (psi) 2,300 (334,000)

Izod impact strength, notched, 3.2 mm, 23
°C

ASTM D256 J/m (ft·lb/in) 175 (3.28)

Izod impact strength, notched, 3.2 mm,
−30 °C

ASTM D256 J/m (ft·lb/in) 40 (0.749)

Izod impact strength, notched, 6.4 mm, 23
°C

ASTM D256 J/m (ft·lb/in) 155 (2.90)

Izod impact strength, notched, 6.4 mm,
−30 °C

ASTM D256 J/m (ft·lb/in) 40 (0.749)
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Thermal properties

Property Standard Unit Typical value

Heat deflection temperature, edgewise,
1.82 MPa, 6.4 mm, unannealed

ASTM D648 °C (°F) 86 (187)

Vicat softening temperature, 50 N, 50 °C/h ASTM D1525 °C (°F) 95 (203)

Relative thermal index, electrical UL 746B °C (°F) 50 (122)

Relative thermal index, mechanical with
impact

UL 746B °C (°F) 50 (122)

Relative thermal index, mechanical without
impact

UL 746B °C (°F) 50 (122)

Filament specifications

Diameter Nominal Minimum Maximum Tolerance

1.75 mm 1.75 mm (0.0689
in)

1.72 mm (0.0677
in)

1.78 mm (0.0701
in)

±0.03 mm (±0.0012 in

2.85 mm 2.85 mm (0.1122
in)

2.79 mm (0.1098
in)

2.91 mm (0.1146
in)

±0.06 mm (±0.0024 in

Recommended print settings

Nozzle temperature 240–265°C

Bed temperature 90–110°C

Enclosure An enclosure is required

Part cooling fan little or no part cooling

Drying Dry an opened spool at 80°C for 4–6 hours

Storage Keep filament dry: store it sealed, and dry it again only after the spool has been
exposed to air

Bed adhesion use WELD3D or ABS/ASA slurry
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Disclaimer: The technical data contained on this data sheet is furnished without charge or obligation and accepted at the recipient's sole risk. This data should
not be used to establish specification limits or used alone as the basis of design. The data provided is not intended to substitute any testing that may be required
to determine fitness for any specific use.


